Protek | Analog Oscilloscope

| Protek 6500 Series

Features

» 2 Channels 4 Traces

n X-Y Operation

» 12KV CRT / A, B Sweep
Time Delay (6510)

» 20(6502) / 40(6504) /
60(6506) / 100(6510)MHz
Bandwidth

» X5(6502)/ X10
(6504,6506,6510) Magnifier

Specifications

MODEL

Vertical Deflection
Operation Mode CH A, CH B, DUAL, ADD

DC : DC~60MHz
AC : 10Hz~60MHz

DC : DC~100MHz

DC : DC~20MHz DC : DC~40MHz
: AC 1 10Hz~100MHz

AC : 10Hz~20MHz AC 1 10Hz~40MHz

' " 400V (DCHAC peak) 300V (DCHAC peak)
Horizontal Deflection
Sweep Mode A XY, ALT MAG, X5 M : A, XY, ALT, MAG, X10 MAG : A B BTRGD. XY AATB

©0.05us/div~0,2s/div
Analog S 5us/dive0.2us/div(X10 MAG)

Oscilloscope

OMHz~B0MHz 3div: 1V

X-Y Operation

Frequency Bandwidth DC~500KHz DC~2MHz

Phase Difference Less Than 3° (DC~50KHz) ¢ Less Than 3 (DC~100KHz)

6" (8x10div), 1.9KV " (8X10div), 12KV
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